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UPM Raflatac Technical Information 28-03-2020 EN SI

Product CHROMECAST 80 WSA-FSC / RP30 / PET 23
Sales Code DGZ/RP30/1E

EAN 6415788232422

Product use Product designed for wine and spirits applications. This high-gloss, cast-coated paper product 
provides good adhesion to polar surfaces. The PET liner enables higher productivity during label 
conversion and dispensing.

   

Typical technical values  
   

Face CHROMECAST 80 WSA-FSC
Product A cast-coated, wood-free, WSA-treated paper with wet strength and alkali resistant treatments.

Substance 80 g/m² ISO 536

Caliper 85 µm ISO 534

Tensile strength MD 5,4 kN/m ISO 1924/1

Tensile strength CD 2,4 kN/m ISO 1924/1

Brightness 93 % ISO 2470/1

Opacity 93 % ISO 2471

Gloss 86 % Hunter 75°

Printability Suitable for letterpress, flexography, rotogravure, screen, offset, cold-foil and hot-foil printing 
methods.

Sustainability The product is sold as FSC Mix Credit under UPM Raflatac's FSC™ certificate 
SGSCHCOC-004879.

   

Adhesive RP30
Type Permanent adhesive

Composition Acrylic, waterborne

Tack 15 N/25mm FTM 9

   

Backing PET 23
Product A clear polyester backing material.

Substance 32 g/m² ISO 536

Caliper 23 µm ISO 534

Tensile strength MD 4,7 kN/m ASTM D882

Tensile strength CD 4,7 kN/m ASTM D882

 
Performance

Total caliper

 

129 µm

Minimum labelling temperature 5 °C

Service temperature -20 °C to 80 °C
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